
Basic Suction Pump – Technical Information

Description 
The Medela Basic suction pump is hygienic, reliable and easy to use. Its 
membrane vacuum regulator builds up the vacuum within seconds, making the 
Basic suction pump suitable for applications that demand rapid suction and quiet 
operation. The pump is available in rack, portable and mobile models for  
convenient placement in endoscopy towers, at the patient's bedside or in the 
operating theatre. Complete the unit with the Disposable or the Reusable Fluid 
Collection System from Medela’s wide range of accessories.

Key Differentiators
Choice 
– 3 versions of the Basic available  (rack, portable and with trolley).

Reliability 
– Medela’s 50 years experience in suction alongside Swiss ingenuity and simplicity.

Hygienic 
– CleanTouch technology with a single piece, smooth hood design.

User Friendly 
– Easy to use, set up and perform routine checks.

Flexible 
– Designed to fit a range of disposable and reusable accessories.

Indications / Intended Use 
Intended use of the Basic suction pump is the creation of a constant vacuum in 
the range of 0 to – 90 kPa. This vacuum can be used for all applications in the 
hospital, clinic and doctors practice which require a vacuum in this setting such 
as: general surgery, endoscopy and nasopharyngeal suction.
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a 	 Handle with two holders for canisters

b 	 Vacuum gauge in kPa and mmHg

c 	 Safety Set

d 	 Membrane vacuum regulator

e 	 Standby indicator, on / off button

f 	 Standard rail

g 	 Castor with brakes

h 	 Foot on/off switch

i 	 Fuses

j 	 Appliance inlet

k 	 Cable holder (with optional trolley)

l 	 Port for optional foot on / off switch

m 	 Equipotential conductor

Portable version:

Rack version:

Mobile version:

Back of device:

Product Codes

Basic portable 0710000

Basic rack 0710001

Basic mobile 0710001 +
0710034
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Pump Specifications

Max. vacuum [kPa / mmHg] -90 / 675

Flow [l/min] 30 

Dimensions rack version [inches] 8.3 x 12.0 x 14.8

Weight rack version [lbs.] 20.5

Drive unit Long-lasting Piston / cylinder technology

Power consumption [W] 50

Power consumption [W] in standby mode 
according to EC standard No 1275 / 2008

<1

Rpms 48

Noise level [dB(A)]
Measured in Medela acoustic room at 1m distance. 

36.3

Vacuum regulator Membrane

Protection against electric shock Type CF (cardiac floating: max. earth leaking current 10 μA)

Ingress Protection IP21

CE Marked Yes

IEC 60601-1: 2005, Edition 3.0 fulfilled Yes

Equipotential conductor On pump

Housing design Hood, single piece

On/off switch CleanTouch Technology - without gaps/grooves

Overflow protection device Safety Set with mechanical overflow protection

Warranty [years] 5

Shelf life [years] 2

Automatic voltage detection Yes (100-240 VAC) 50/60 Hz

Made in Switzerland

Year first sold 2013
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Trolley Specifications

4 castors with brakes Yes

on/off switch integrated into trolley Yes

Equipotential conductor on trolley Yes

Standard rail Yes

Conclusion: Already at -10 kPa the promoted flow rate is reached.  
The user has full suction capacity at even low vacuum levels.Flow at various vacuum settings
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Medela Inc. USA
1101 Corporate Drive
McHenry, IL 60050
USA
Phone	 +1 877 735 1626
Fax	 +1 815 363 2487
suction@medela.com
www.medelasuction.com

Medela Canada Inc.
4160 Sladeview Cres., 
Unit #8
Mississauga, Ontario  
L5L 0A1, Canada
Toll Free   	 800 435 8316
Toll Free Fax 800 995 7867
info@medela.ca
www.medela.ca

Medela AG
Lättichstrasse 4b
6341 Baar, Switzerland
www.medela.com


